
17482 GRANITE WEST ROAD, COLD SPRING, MN 56320-4578

PHONE (320) 685-3621, FAX (320) 685-5052

WWW.COLDSPRINGUSA.COM

AutoCAD SHX Text
SECTION M

AutoCAD SHX Text
TYPE 31 ANCHOR

AutoCAD SHX Text
TYPE 5 OR 7 STRAP ANCHOR

AutoCAD SHX Text
CLIP ANGLE AND CONTINUOUS BEARING ANGLE NOT BY Coldspring.

AutoCAD SHX Text
METAL STUDS

AutoCAD SHX Text
SHEATHING

AutoCAD SHX Text
CONTINUOUS RESTRAINT ANCHOR CONNECTION NOT BY Coldspring.

AutoCAD SHX Text
MORTAR STOP

AutoCAD SHX Text
MORTAR SPOT AT 1ST COURSE

AutoCAD SHX Text
GRAVITY RELIEF TO BE USED ON STONE PER ENGINEERING CALCS.

AutoCAD SHX Text
CONTINUOUS BACK UP CONNECTION PLATE NOT BY Coldspring.

AutoCAD SHX Text
FASTENER NOT BY Coldspring.

AutoCAD SHX Text
TYPE 1 0R 32 STRAP ANCHOR

AutoCAD SHX Text
ANCHORING DETAILS ARE FOR REFERENCE ONLY.  FINAL SPECIFICATIONS AND DETAILS SHOULD BE APPROVED BY A LICENSED ENGINEER.

AutoCAD SHX Text
DESCRIPTION:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
EXAMPLE EXTERIOR WALL - SECTION M

AutoCAD SHX Text
30mm

AutoCAD SHX Text
3" = 1'-0"

AutoCAD SHX Text
KM

AutoCAD SHX Text
4-2-2020

AutoCAD SHX Text
TYPE 31 TORQUE REQUIREMENTS: 3/16" DIA. = 35 TO 40 IN. LBS. 1/4" DIA. = 70 TO 80 IN. LBS. 3/8" DIA. = 200 TO 220 IN. LBS 1/2" DIA. = 400 IN. LBS


	Sheets and Views
	Layout1
	Plot View



